




DESCRIPTION 

PARCEL A

TOGETHER WITH 

:  All that part of the NE ¼ of the SE ¼ of Section 16, Township 06 North, Range 09 East, in the 
City of Fitchburg, Dane County, Wisconsin, described as follows: Beginning at the NE corner of the NE ¼ 
of the SE ¼ of said Section 16; thence West along the North line of the NE ¼ of the SE ¼, 497.5 feet to 
the centerline of highway; thence Southerly along said centerline, 175.0 feet; thence East, 502.4 feet to 
a point on the East line of said Section 16, 175.0 feet South of the point of beginning; thence North 
along the East line of said Section 16, 175.0 feet to the point of beginning. 

PARCEL B

ALL DESCRIPTIONS SUBJECT TO Transportation Project Plat 06-SR-101-0-C402 recorded in Volume 59-
065B of Transportation Project Plats, Page 303, as Document Number 4487411, recorded in Dane 
County, Wisconsin. 

: All that part of the NE ¼ of the SE ¼ of Section 16, Township 06 North, Range 09 East, in the 
City of Fitchburg, Dane County, Wisconsin, described as follows: Commencing at the NE corner of said 
NE ¼ of the SE ¼; thence South along the East line of said NE ¼ of the SE ¼, a distance of 175.00 feet to 
the point of beginning of this description; thence West 502.4 feet to the centerline of the highway and a 
point 175 feet South of the North line of said SE ¼; thence South along said centerline 100 feet; thence 
East 505.0 feet more or less to a point on the East line of said Section, 100 feet South of the point of 
beginning; thence North along said line 100 feet to the point of beginning. 
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D-Series
Size 0
LED Area Luminaire

Specifications

Catalog 
Number

Notes

Type

EPA: 0.95 ft2

(.09 m2)

Length: 26”
(66.0 cm)

Width: 13”
(33.0 cm)

Height: 7”
(17.8 cm)

Weight 
(max):

16 lbs
(7.25 kg)

Hit the Tab key or mouse over the page to see all interactive elements.
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Ordering Information EXAMPLE: DSX0 LED P6 40K T3M MVOLT SPA DDBXD

DSX0 LED

Series LEDs Color temperature Distribution Voltage Mounting

DSX0 LED Forward optics
P1 P4 P7
P2 P5
P3 P6
Rotated optics
P101 P121

P111 P131

30K 3000 K
40K 4000 K
50K 5000 K 
AMBPC Amber phosphor 

converted2

T1S Type I short
T2S Type II short
T2M Type II medium
T3S Type III short
T3M Type III medium
T4M Type IV medium
TFTM Forward throw 

medium
T5VS Type V very short

T5S Type V short
T5M Type V medium
T5W Type V wide
BLC Backlight control2,3

LCCO Left corner cutoff2,3

RCCO Right corner 
cutoff2,3

MVOLT 4,5

120 6

208 5,6

240 5,6

277 6

347 5,6,7

480 5,6,7

Shipped included
SPA Square pole mounting
RPA Round pole mounting
WBA Wall bracket 
SPUMBA Square pole universal mounting adaptor 8

RPUMBA Round pole universal mounting adaptor 8

Shipped separately
KMA8 DDBXD U Mast arm mounting bracket adaptor 

(specify finish)9

Control options Other options Finish (required) 

Shipped installed
NLTAIR2 nLight AIR generation 2 enabled10

PER NEMA twist-lock receptacle only (control ordered separate) 11

PER5 Five-wire receptacle only (control ordered separate) 11,12

PER7 Seven-wire receptacle only (control ordered separate) 11,12

DMG 0-10V dimming extend out back of housing for external control (control ordered separate)
PIR Bi-level, motion/ambient sensor, 8-15’ mounting height, ambient sensor enabled at 5fc 5,13,14

PIRH Bi-level, motion/ambient sensor, 15-30’ mounting height, ambient sensor enabled at 5fc 5,13,14

PIRHN Network, Bi-Level motion/ambient sensor15

PIR1FC3V Bi-level, motion/ambient sensor, 8-15’ mounting height, ambient sensor enabled at 1fc 5,13,14

PIRH1FC3V Bi-level, motion/ambient sensor, 
15-30’ mounting height, ambient sensor 
enabled at 1fc 5,13,14

BL30 Bi-level switched dimming, 30% 5,16,17

BL50 Bi-level switched dimming, 50% 5,16,17

PNMTDD3 Part night, dim till dawn 5,18

PNMT5D3 Part night, dim 5 hrs 5,18

PNMT6D3 Part night, dim 6 hrs 5,18

PNMT7D3 Part night, dim 7 hrs 5,18

FAO Field adjustable output19

Shipped installed
HS House-side shield 20

SF Single fuse (120, 277, 347V) 6

DF Double fuse (208, 240, 480V) 6

L90 Left rotated optics 1

R90 Right rotated optics 1

DDL Diffused drop lens 20

Shipped separately 
BS Bird spikes21

EGS External glare shield21

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White
DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural 

aluminum
DWHGXD Textured white

Capable Luminaire
This item is an A+ capable luminaire, which has been 
designed and tested to provide consistent color 
appearance and system-level interoperability.

• All configurations of this luminaire meet the Acuity 
Brands’ specification for chromatic consistency

• This luminaire is A+ Certified when ordered with DTL® 
controls marked by a shaded background. DTL DLL 
equipped luminaires meet the A+ specification for 
luminaire to photocontrol interoperability1

• This luminaire is part of an A+ Certified solution 
for ROAM® or XPoint™ Wireless control networks, 
providing out-of-the-box control compatibility with 
simple commissioning, when ordered with drivers and 
control options marked by a shaded background1

To learn more about A+,  
visit www.acuitybrands.com/aplus.

1. See ordering tree for details.

2. A+ Certified Solutions for ROAM require the order  
 of one ROAM node per luminaire. Sold Separately: 
Link to Roam; Link to DTL DLL

A+ Capable options indicated  
by this color background.

http://www.lithonia.com
http://www.acuitybrands.com/resources/tools-and-documents/architectural-colors
http://www.acuitybrands.com/aplus
http://www.acuitybrands.com/brands/controls/roam/
http://www.acuitybrands.com/products/detail/318243/dark-to-light/dll-series/dll-elite
dsalimes
Typewritten Text
2556 S. Fish Hatchery Rd.
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 Tenon O.D. Single Unit 2 at 180° 2 at 90° 3 at 120° 3 at 90° 4 at 90°
2-3/8” AST20-190 AST20-280 AST20-290 AST20-320 AST20-390 AST20-490
2-7/8” AST25-190 AST25-280 AST25-290 AST25-320 AST25-390 AST25-490

4” AST35-190 AST35-280 AST35-290 AST35-320 AST35-390 AST35-490

Tenon Mounting Slipfitter **

Drilling

Top of Pole

0.563”

2.650”

1.325”
0.400”
(2 PLCS)

Template #8

To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s D-Series Area Size 0 homepage. Photometric Diagrams
Isofootcandle plots for the DSX0 LED 40C 1000 40K. Distances are in units of mounting height (20’).
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LEGEND

0.1 fc

0.5 fc

1.0 fc

Ordering Information

NOTES
1 P10, P11, P12 and P13 and rotated options (L90 or R90) only available together.
2 AMBPC is not available with BLC, LCCO, RCCO, P4, P7 or P13.
3 Not available with HS or DDL.
4 MVOLT driver operates on any line voltage from 120-277V (50/60 Hz).
5 Any PIRx with BL30, BL50 or PNMT, is not available with 208V, 240V, 347V, 480V or MVOLT. It is only available in 120V or 277V specified. 
6 Single fuse (SF) requires 120V, 277V or 347V. Double fuse (DF) requires 208V, 240V or 480V.
7 Not available in P4, P7 or P13. Not available with BL30, BL50 or PNMT options.
8 Existing drilled pole only. Available as a separate combination accessory; for retrofit use only: PUMBA (finish) U; 1.5 G vibration load rating per ANCI C136.31.
9 Must order fixture with SPA mounting. Must be ordered as a separate accessory; see Accessories information. For use with 2-3/8” mast arm (not included).
10 Must be ordered with PIRHN.
11 Photocell ordered and shipped as a separate line item from Acuity Brands Controls. See accessories. Shorting Cap included.
12 If ROAM® node required, it must be ordered and shipped as a separate line item from Acuity Brands Controls. Shorting Cap included.
13 Reference Motion Sensor table on page 3.
14 Reference PER Table on page 3 to see functionality.
15 Must be ordered with NLTAIR2. For more information on nLight Air 2 visit this link.
16 Requires (2) separately switched circuits.
17 Not available with 347V, 480V or PNMT. For PER5 or PER7 see PER Table on page 3. Requires isolated neutral.
18 Not available with 347V, 480V, BL30 and BL50. For PER5 or PER7 see PER Table on page 3. Separate Dusk to Dawn required.
19 Not available with other dimming controls options.
20 Not available with BLC, LCCO and RCCO distribution. Also available as a separate accessory; see Accessories information.
21 Must be ordered with fixture for factory pre-drilling. 
22 Requires luminaire to be specified with PER, PER5 or PER7 option. See PER Table on page 3.
23 For retrofit use only. 

Accessories
Ordered and shipped separately. 

DLL127F 1.5 JU Photocell - SSL twist-lock (120-277V) 22

DLL347F 1.5 CUL JU Photocell - SSL twist-lock (347V) 22

DLL480F 1.5 CUL JU Photocell - SSL twist-lock (480V) 22

DSHORT SBK U Shorting cap 22

DSX0HS 20C U House-side shield for 20 LED unit 20

DSX0HS 30C U House-side shield for 30 LED unit 20

DSX0HS 40C U House-side shield for 40 LED unit 20

DSX0DDL U Diffused drop lens (polycarbonate) 20

PUMBA DDBXD U* Square and round pole universal mount-
ing bracket adaptor (specify finish) 23

KMA8 DDBXD U Mast arm mounting bracket adaptor 
(specify finish) 8

For more control options, visit DTL and ROAM online.

26.06

5.96 TYP.

7.30
18.76

.45 TYP.

6.53 TYP.

.32

R.09

.19
.13

3.30

.13

.14 THRU

12.43

4.31

6.53
.50

78°

59°

.38 12.05.30

SEE DETAIL  A
4 PLCS.

SCALE  2:1
ADETAIL  

C

90.0090.00

90.0090.00

External Glare Shield

.50

73˚

12.05 12.476

HANDHOLE ORIENTATION

A
Handhole

B

C

D
Pole drilling nomenclature: # of heads at degree from handhole (default side A)

DM19AS DM28AS DM29AS DM32AS DM39AS DM49AS

1 @ 90° 2 @ 280° 2 @ 90° 3 @ 120° 3 @ 90° 4 @ 90°

Side B Side B & D Side B & C Round pole only Side B, C, & D Sides A, B, C, D

Note:  Review luminaire spec sheet for specific nomenclature

Pole top or tenon O.D. 4.5" @ 90° 4" @ 90° 3.5" @ 90° 3" @ 90° 4.5" @ 120° 4" @ 120° 3.5" @ 120° 3" @ 120°

DSX SPA Y Y Y N - - - -
DSX RPA Y Y N N Y Y Y Y
DSX SPUMBA Y N N N - - - -
DSX RPUMBA N N N N Y Y Y N

*3 fixtures @120 require round pole top/tenon.

http://www.lithonia.com
http://www.lithonia.com/commercial/d-series+area+size+0.html#.V495eZMrLXQ
http://www.acuitybrands.com/nlightair
http://www.acuitybrands.com/products/controls/dtl
http://www.acuitybrands.com/products/controls/roam
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Performance Data

Current (A)

Performance 
Package LED Count Drive 

Current Wattage 120 208 240 277 347 480

Forward Optics 
(Non-Rotated)

P1 20 530 38 0.32 0.18 0.15 0.15 0.10 0.08

P2 20 700 49 0.41 0.23 0.20 0.19 0.14 0.11

P3 20 1050 71 0.60 0.37 0.32 0.27 0.21 0.15

P4 20 1400 92 0.77 0.45 0.39 0.35 0.28 0.20

P5 40 700 89 0.74 0.43 0.38 0.34 0.26 0.20

P6 40 1050 134 1.13 0.65 0.55 0.48 0.39 0.29

P7 40 1300 166 1.38 0.80 0.69 0.60 0.50 0.37

Rotated Optics 
(Requires L90 

or R90)

P10 30 530 53 0.45 0.26 0.23 0.21 0.16 0.12

P11 30 700 72 0.60 0.35 0.30 0.27 0.20 0.16

P12 30 1050 104 0.88 0.50 0.44 0.39 0.31 0.23

P13 30 1300 128 1.08 0.62 0.54 0.48 0.37 0.27

Electrical Load
Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

Ambient Lumen Multiplier
0°C 32°F 1.04

5°C 41°F 1.04

10°C 50°F 1.03

15°C 50°F 1.02

20°C 68°F 1.01

25°C 77°F 1.00

30°C 86°F 0.99

35°C 95°F 0.98

40°C 104°F 0.97

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the platforms noted in a 
25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-80-08 and 
projected per IESNA TM-21-11).
To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 25000 50000 100000

Lumen Maintenance Factor 0.96 0.92 0.85

Motion Sensor Default Settings

Option Dimmed  
State

High Level  
(when triggered)

Phototcell  
Operation

Dwell  
Time

Ramp-up  
Time

Ramp-down  
Time

PIR or PIRH 3V (37%) Output 10V (100%) Output Enabled @ 5FC 5 min 3 sec 5 min

*PIR1FC3V or PIRH1FC3V 3V (37%) Output 10V (100%) Output Enabled @ 1FC 5 min 3 sec 5 min

*for use with Inline Dusk to Dawn or timer.

PER Table

Control PER  
(3 wire)

PER5 (5 wire) PER7 (7 wire)

Wire 4/Wire5 Wire 4/Wire5 Wire 6/Wire7

Photocontrol Only (On/Off) � � Wired to dimming 
leads on driver � Wired to dimming 

leads on driver
Wires Capped inside 

fixture

ROAM � � Wired to dimming 
leads on driver � Wired to dimming 

leads on driver
Wires Capped inside 

fixture

ROAM with Motion 
(ROAM on/off only) � � Wires Capped inside 

fixture � Wires Capped inside 
fixture

Wires Capped inside 
fixture

Future-proof* � � Wired to dimming 
leads on driver � Wired to dimming 

leads on driver
Wires Capped inside 

fixture

Future-proof* with Motion � � Wires Capped inside 
fixture � Wires Capped inside 

fixture
Wires Capped inside 

fixture

� Recommended

� Will not work

� Alternate

*Future-proof means: Ability to change controls in the future.

http://www.lithonia.com
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Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative of the configurations shown, within the tolerances 
allowed by Lighting Facts. Contact factory for performance data on any configurations not shown here.

Forward Optics

LED Count Drive 
Current

Power 
Package

System 
Watts

Dist.
Type

30K 
(3000 K, 70 CRI)

40K 
(4000 K, 70 CRI)

50K 
(5000 K, 70 CRI)

AMBPC 
(Amber Phosphor Converted)

Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW

20 530 P1 38W

T1S 4,369 1 0 1 115 4,706 1 0 1 124 4,766 1 0 1 125  2,541 1 0 1 73
T2S 4,364 1 0 1 115 4,701 1 0 1 124 4,761 1 0 1 125  2,589 1 0 1 74
T2M 4,387 1 0 1 115 4,726 1 0 1 124 4,785 1 0 1 126  2,539 1 0 1 73
T3S 4,248 1 0 1 112 4,577 1 0 1 120 4,634 1 0 1 122  2,558 1 0 1 73
T3M 4,376 1 0 1 115 4,714 1 0 1 124 4,774 1 0 1 126  2,583 1 0 1 74
T4M 4,281 1 0 1 113 4,612 1 0 2 121 4,670 1 0 2 123  2,570 1 0 1 73
TFTM 4,373 1 0 1 115 4,711 1 0 2 124 4,771 1 0 2 126  2,540 1 0 1 73
T5VS 4,548 2 0 0 120 4,900 2 0 0 129 4,962 2 0 0 131  2,650 1 0 0 76
T5S 4,552 2 0 0 120 4,904 2 0 0 129 4,966 2 0 0 131  2,690 1 0 0 77
T5M 4,541 3 0 1 120 4,891 3 0 1 129 4,953 3 0 1 130  2,658 2 0 0 76
T5W 4,576 3 0 2 120 4,929 3 0 2 130 4,992 3 0 2 131  2,663 2 0 1 73
BLC 3,586 1 0 1 94 3,863 1 0 1 102 3,912 1 0 1 103

LCCO 2,668 1 0 1 70 2,874 1 0 2 76 2,911 1 0 2 77
RCCO 2,668 1 0 1 70 2,874 1 0 2 76 2,911 1 0 2 77

20 700 P2 49W

T1S 5,570 1 0 1 114 6,001 1 0 1 122 6,077 2 0 2 124  3,144 1 0 1 70
T2S 5,564 1 0 2 114 5,994 1 0 2 122 6,070 2 0 2 124  3,203 1 0 1 71
T2M 5,593 1 0 1 114 6,025 1 0 1 123 6,102 1 0 1 125  3,141 1 0 1 70
T3S 5,417 1 0 2 111 5,835 1 0 2 119 5,909 2 0 2 121  3,165 1 0 1 70
T3M 5,580 1 0 2 114 6,011 1 0 2 123 6,087 1 0 2 124  3,196 1 0 1 71
T4M 5,458 1 0 2 111 5,880 1 0 2 120 5,955 1 0 2 122  3,179 1 0 1 71
TFTM 5,576 1 0 2 114 6,007 1 0 2 123 6,083 1 0 2 124  3,143 1 0 1 70
T5VS 5,799 2 0 0 118 6,247 2 0 0 127 6,327 2 0 0 129  3,278 2 0 0 73
T5S 5,804 2 0 0 118 6,252 2 0 0 128 6,332 2 0 1 129  3,328 2 0 0 74
T5M 5,789 3 0 1 118 6,237 3 0 1 127 6,316 3 0 1 129  3,288 2 0 1 73
T5W 5,834 3 0 2 119 6,285 3 0 2 128 6,364 3 0 2 130  3,295 2 0 1 73
BLC 4,572 1 0 1 93 4,925 1 0 1 101 4,987 1 0 1 102

LCCO 3,402 1 0 2 69 3,665 1 0 2 75 3,711 1 0 2 76
RCCO 3,402 1 0 2 69 3,665 1 0 2 75 3,711 1 0 2 76

20 1050 P3 71W

T1S 7,833 2 0 2 110 8,438 2 0 2 119 8,545 2 0 2 120
T2S 7,825 2 0 2 110 8,429 2 0 2 119 8,536 2 0 2 120
T2M 7,865 2 0 2 111 8,473 2 0 2 119 8,580 2 0 2 121
T3S 7,617 2 0 2 107 8,205 2 0 2 116 8,309 2 0 2 117
T3M 7,846 2 0 2 111 8,452 2 0 2 119 8,559 2 0 2 121
T4M 7,675 2 0 2 108 8,269 2 0 2 116 8,373 2 0 2 118
TFTM 7,841 2 0 2 110 8,447 2 0 2 119 8,554 2 0 2 120
T5VS 8,155 3 0 0 115 8,785 3 0 0 124 8,896 3 0 0 125
T5S 8,162 3 0 1 115 8,792 3 0 1 124 8,904 3 0 1 125
T5M 8,141 3 0 2 115 8,770 3 0 2 124 8,881 3 0 2 125
T5W 8,204 3 0 2 116 8,838 4 0 2 124 8,950 4 0 2 126
BLC 6,429 1 0 2 91 6,926 1 0 2 98 7,013 1 0 2 99

LCCO 4,784 1 0 2 67 5,153 1 0 2 73 5,218 1 0 2 73
RCCO 4,784 1 0 2 67 5,153 1 0 2 73 5,218 1 0 2 73

20 1400 P4 92W

T1S 9,791 2 0 2 106 10,547 2 0 2 115 10,681 2 0 2 116
T2S 9,780 2 0 2 106 10,536 2 0 2 115 10,669 2 0 2 116
T2M 9,831 2 0 2 107 10,590 2 0 2 115 10,724 2 0 2 117
T3S 9,521 2 0 2 103 10,256 2 0 2 111 10,386 2 0 2 113
T3M 9,807 2 0 2 107 10,565 2 0 2 115 10,698 2 0 2 116
T4M 9,594 2 0 2 104 10,335 2 0 3 112 10,466 2 0 3 114
TFTM 9,801 2 0 2 107 10,558 2 0 2 115 10,692 2 0 2 116
T5VS 10,193 3 0 1 111 10,981 3 0 1 119 11,120 3 0 1 121
T5S 10,201 3 0 1 111 10,990 3 0 1 119 11,129 3 0 1 121
T5M 10,176 4 0 2 111 10,962 4 0 2 119 11,101 4 0 2 121
T5W 10,254 4 0 3 111 11,047 4 0 3 120 11,186 4 0 3 122
BLC 8,036 1 0 2 87 8,656 1 0 2 94 8,766 1 0 2 95

LCCO 5,979 1 0 2 65 6,441 1 0 2 70 6,523 1 0 3 71
5,979 1 0 2 65 6,441 1 0 2 70 6,523 1 0 3 71

Performance Data

Lumen Output

http://www.lithonia.com
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Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative of the configurations shown, within the tolerances 
allowed by Lighting Facts. Contact factory for performance data on any configurations not shown here.

Forward Optics

LED Count Drive 
Current

Power 
Package

System 
Watts

Dist. 
Type

30K 
(3000 K, 70 CRI)

40K 
(4000 K, 70 CRI)

50K 
(5000 K, 70 CRI)

AMBPC 
(Amber Phosphor Converted)

Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW

40 700 P5 89W

T1S 10,831 2 0 2 122 11,668 2 0 2 131 11,816 2 0 2 133
T2S 10,820 2 0 2 122 11,656 2 0 2 131 11,803 2 0 2 133
T2M 10,876 2 0 2 122 11,716 2 0 2 132 11,864 2 0 2 133
T3S 10,532 2 0 2 118 11,346 2 0 2 127 11,490 2 0 2 129
T3M 10,849 2 0 2 122 11,687 2 0 2 131 11,835 2 0 2 133
T4M 10,613 2 0 3 119 11,434 2 0 3 128 11,578 2 0 3 130
TFTM 10,842 2 0 2 122 11,680 2 0 2 131 11,828 2 0 2 133
T5VS 11,276 3 0 1 127 12,148 3 0 1 136 12,302 3 0 1 138
T5S 11,286 3 0 1 127 12,158 3 0 1 137 12,312 3 0 1 138
T5M 11,257 4 0 2 126 12,127 4 0 2 136 12,280 4 0 2 138
T5W 11,344 4 0 3 127 12,221 4 0 3 137 12,375 4 0 3 139
BLC 8,890 1 0 2 100 9,576 1 0 2 108 9,698 1 0 2 109

LCCO 6,615 1 0 3 74 7,126 1 0 3 80 7,216 1 0 3 81
RCCO 6,615 1 0 3 74 7,126 1 0 3 80 7,216 1 0 3 81

40 1050 P6 134W

T1S 14,805 3 0 3 110 15,949 3 0 3 119 16,151 3 0 3 121 6,206 2 0 2 68
T2S 14,789 3 0 3 110 15,932 3 0 3 119 16,134 3 0 3 120 6,322 2 0 2 69
T2M 14,865 3 0 3 111 16,014 3 0 3 120 16,217 3 0 3 121 6,201 2 0 2 68
T3S 14,396 3 0 3 107 15,509 3 0 3 116 15,705 3 0 3 117 6,247 1 0 2 69
T3M 14,829 2 0 3 111 15,975 3 0 3 119 16,177 3 0 3 121 6,308 2 0 2 69
T4M 14,507 2 0 3 108 15,628 3 0 3 117 15,826 3 0 3 118 6,275 1 0 2 69

TFTM 14,820 2 0 3 111 15,965 3 0 3 119 16,167 3 0 3 121 6,203 1 0 2 68
T5VS 15,413 4 0 1 115 16,604 4 0 1 124 16,815 4 0 1 125 6,671 2 0 0 73
T5S 15,426 3 0 1 115 16,618 4 0 1 124 16,828 4 0 1 126 6,569 2 0 0 72
T5M 15,387 4 0 2 115 16,576 4 0 2 124 16,786 4 0 2 125 6,491 3 0 1 71
T5W 15,506 4 0 3 116 16,704 4 0 3 125 16,915 4 0 3 126 6,504 3 0 2 71
BLC 12,151 1 0 2 91 13,090 1 0 2 98 13,255 1 0 2 99

LCCO 9,041 1 0 3 67 9,740 1 0 3 73 9,863 1 0 3 74
RCCO 9,041 1 0 3 67 9,740 1 0 3 73 9,863 1 0 3 74

40 1300 P7 166W

T1S 17,023 3 0 3 103 18,338 3 0 3 110 18,570 3 0 3 112
T2S 17,005 3 0 3 102 18,319 3 0 3 110 18,551 3 0 3 112
T2M 17,092 3 0 3 103 18,413 3 0 3 111 18,646 3 0 3 112
T3S 16,553 3 0 3 100 17,832 3 0 3 107 18,058 3 0 3 109
T3M 17,051 3 0 3 103 18,369 3 0 3 111 18,601 3 0 3 112
T4M 16,681 3 0 3 100 17,969 3 0 3 108 18,197 3 0 3 110
TFTM 17,040 3 0 3 103 18,357 3 0 4 111 18,590 3 0 4 112
T5VS 17,723 4 0 1 107 19,092 4 0 1 115 19,334 4 0 1 116
T5S 17,737 4 0 2 107 19,108 4 0 2 115 19,349 4 0 2 117
T5M 17,692 4 0 2 107 19,059 4 0 2 115 19,301 4 0 2 116
T5W 17,829 5 0 3 107 19,207 5 0 3 116 19,450 5 0 3 117
BLC 13,971 2 0 2 84 15,051 2 0 2 91 15,241 2 0 2 92

LCCO 10,396 1 0 3 63 11,199 1 0 3 67 11,341 1 0 3 68
10,396 1 0 3 63 11,199 1 0 3 67 11,341 1 0 3 68

Performance Data

Lumen Output
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Performance Data

Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative of the configurations shown, within the tolerances allowed by Lighting Facts. 
Contact factory for performance data on any configurations not shown here.

Lumen Output

Rotated Optics

LED Count Drive 
Current

Power 
Package

System 
Watts

Dist.
Type

30K 
(3000 K, 70 CRI)

40K 
(4000 K, 70 CRI)

50K 
(5000 K, 70 CRI)

AMBPC 
(Amber Phosphor Converted)

Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW

30 530 P10 53W

T1S 6,727 2 0 2 127 7,247 3 0 3 137 7,339 3 0 3 138
T2S 6,689 3 0 3 126 7,205 3 0 3 136 7,297 3 0 3 138
T2M 6,809 3 0 3 128 7,336 3 0 3 138 7,428 3 0 3 140
T3S 6,585 3 0 3 124 7,094 3 0 3 134 7,183 3 0 3 136
T3M 6,805 3 0 3 128 7,331 3 0 3 138 7,424 3 0 3 140
T4M 6,677 3 0 3 126 7,193 3 0 3 136 7,284 3 0 3 137
TFTM 6,850 3 0 3 129 7,379 3 0 3 139 7,472 3 0 3 141
T5VS 6,898 3 0 0 130 7,431 3 0 0 140 7,525 3 0 0 142
T5S 6,840 2 0 1 129 7,368 2 0 1 139 7,461 2 0 1 141
T5M 6,838 3 0 1 129 7,366 3 0 2 139 7,460 3 0 2 141
T5W 6,777 3 0 2 128 7,300 3 0 2 138 7,393 3 0 2 139
BLC 5,626 2 0 2 106 6,060 2 0 2 114 6,137 2 0 2 116

LCCO 4,018 1 0 2 76 4,328 1 0 2 82 4,383 1 0 2 83
RCCO 4,013 3 0 3 76 4,323 3 0 3 82 4,377 3 0 3 83

30 700 P11 72W

T1S 8,594 3 0 3 119 9,258 3 0 3 129 9,376 3 0 3 130
T2S 8,545 3 0 3 119 9,205 3 0 3 128 9,322 3 0 3 129
T2M 8,699 3 0 3 121 9,371 3 0 3 130 9,490 3 0 3 132
T3S 8,412 3 0 3 117 9,062 3 0 3 126 9,177 3 0 3 127
T3M 8,694 3 0 3 121 9,366 3 0 3 130 9,484 3 0 3 132
T4M 8,530 3 0 3 118 9,189 3 0 3 128 9,305 3 0 3 129
TFTM 8,750 3 0 3 122 9,427 3 0 3 131 9,546 3 0 3 133
T5VS 8,812 3 0 0 122 9,493 3 0 0 132 9,613 3 0 0 134
T5S 8,738 3 0 1 121 9,413 3 0 1 131 9,532 3 0 1 132
T5M 8,736 3 0 2 121 9,411 3 0 2 131 9,530 3 0 2 132
T5W 8,657 4 0 2 120 9,326 4 0 2 130 9,444 4 0 2 131
BLC 7,187 3 0 3 100 7,742 3 0 3 108 7,840 3 0 3 109

LCCO 5,133 1 0 2 71 5,529 1 0 2 77 5,599 1 0 2 78
RCCO 5,126 3 0 3 71 5,522 3 0 3 77 5,592 3 0 3 78

30 1050 P12 104W

T1S 12,149 3 0 3 117 13,088 3 0 3 126 13,253 3 0 3 127
T2S 12,079 4 0 4 116 13,012 4 0 4 125 13,177 4 0 4 127
T2M 12,297 3 0 3 118 13,247 3 0 3 127 13,415 3 0 3 129
T3S 11,891 4 0 4 114 12,810 4 0 4 123 12,972 4 0 4 125
T3M 12,290 3 0 3 118 13,239 4 0 4 127 13,407 4 0 4 129
T4M 12,058 4 0 4 116 12,990 4 0 4 125 13,154 4 0 4 126
TFTM 12,369 4 0 4 119 13,325 4 0 4 128 13,494 4 0 4 130
T5VS 12,456 3 0 1 120 13,419 3 0 1 129 13,589 4 0 1 131
T5S 12,351 3 0 1 119 13,306 3 0 1 128 13,474 3 0 1 130
T5M 12,349 4 0 2 119 13,303 4 0 2 128 13,471 4 0 2 130
T5W 12,238 4 0 3 118 13,183 4 0 3 127 13,350 4 0 3 128
BLC 10,159 3 0 3 98 10,944 3 0 3 105 11,083 3 0 3 107

LCCO 7,256 1 0 3 70 7,816 1 0 3 75 7,915 1 0 3 76
RCCO 7,246 3 0 3 70 7,806 4 0 4 75 7,905 4 0 4 76

30 1300 P13 128W

T1S 14,438 3 0 3 113 15,554 3 0 3 122 15,751 3 0 3 123
T2S 14,355 4 0 4 112 15,465 4 0 4 121 15,660 4 0 4 122
T2M 14,614 3 0 3 114 15,744 4 0 4 123 15,943 4 0 4 125
T3S 14,132 4 0 4 110 15,224 4 0 4 119 15,417 4 0 4 120
T3M 14,606 4 0 4 114 15,735 4 0 4 123 15,934 4 0 4 124
T4M 14,330 4 0 4 112 15,438 4 0 4 121 15,633 4 0 4 122
TFTM 14,701 4 0 4 115 15,836 4 0 4 124 16,037 4 0 4 125
T5VS 14,804 4 0 1 116 15,948 4 0 1 125 16,150 4 0 1 126
T5S 14,679 3 0 1 115 15,814 3 0 1 124 16,014 3 0 1 125
T5M 14,676 4 0 2 115 15,810 4 0 2 124 16,010 4 0 2 125
T5W 14,544 4 0 3 114 15,668 4 0 3 122 15,866 4 0 3 124
BLC 7919 3 0 3 62 8531 3 0 3 67 8639 3 0 3 67

LCCO 5145 1 0 2 40 5543 1 0 2 43 5613 1 0 2 44
5139 3 0 3 40 5536 3 0 3 43 5606 3 0 3 44
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FEATURES & SPECIFICATIONS

 INTENDED USE 
The sleek design of the D-Series Size 0 reflects the embedded high performance LED technology. It 
is ideal for many commercial and municipal applications, such as parking lots, plazas, campuses, and 
pedestrian areas.

 CONSTRUCTION 
Single-piece die-cast aluminum housing has integral heat sink fins to optimize thermal management 
through conductive and convective cooling. Modular design allows for ease of maintenance and 
future light engine upgrades. The LED driver is mounted in direct contact with the casting to 
promote low operating temperature and long life. Housing is completely sealed against moisture 
and environmental contaminants (IP65). Low EPA (0.95 ft2) for optimized pole wind loading.

 FINISH 
Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish 
that provides superior resistance to corrosion and weathering. A tightly controlled multi-stage 
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate 
changes without cracking or peeling. Available in both textured and non-textured finishes.

 OPTICS 
Precision-molded proprietary acrylic lenses are engineered for superior area lighting distribution, 
uniformity, and pole spacing. Light engines are available in 3000 K, 4000 K or 5000 K (70 CRI) 
configurations. The D-Series Size 0 has zero uplight and qualifies as a Nighttime FriendlyTM 
product, meaning it is consistent with the LEED® and Green GlobesTM criteria for eliminating 
wasteful uplight.

 ELECTRICAL 
Light engine(s) configurations consist of high-efficacy LEDs mounted to metal-core circuit boards 
to maximize heat dissipation and promote long life (up to L85/100,000 hours at 25°C). Class 1 
electronic drivers are designed to have a power factor >90%, THD <20%, and an expected life of 

100,000 hours with <1% failure rate. Easily serviceable 10kV surge protection device meets a 
minimum Category C Low operation (per ANSI/IEEE C62.41.2).

 INSTALLATION 
Included mounting block and integral arm facilitate quick and easy installation. Stainless 
steel bolts fasten the mounting block securely to poles and walls, enabling the D-Series Size 0 
to withstand up to a 3.0 G vibration load rating per ANSI C136.31. The D-Series Size 0 utilizes 
the AERISTM series pole drilling pattern (template #8). Optional terminal block and NEMA 
photocontrol receptacle are also available.

 LISTINGS 
UL Listed for wet locations. Light engines are IP66 rated; luminaire is IP65 rated. Rated for 
-40°C minimum ambient. U.S. Patent No. D672,492 S. International patent pending.

 DesignLights Consortium® (DLC) Premium qualified product and DLC qualified product.  
Not all versions of this product may be DLC Premium qualified or DLC qualified. Please 
check the DLC Qualified Products List at www.designlights.org/QPL to confirm which 
versions are qualified.

 International Dark-Sky Association (IDA) Fixture Seal of Approval (FSA) is available for all 
products on this page utilizing 3000K color temperature only.

 WARRANTY 
5-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx

 Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

http://www.lithonia.com
http://www.designlights.org/QPL
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx
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STATISTICS
DESCRIPTION       SYMBOL AVG. MAX. MIN. MAX. / MIN. AVG. / MIN.

Site Parking Area 1.0 fc 2.1 fc 0.3 fc 7.0:1 3.3:1

LUMINAIRE SCHEDULE

ISOLUX CONTOUR = 0.25 FC

ISOLUX CONTOUR = 0.5 FC

ISOLUX CONTOUR = 1.0 FC

LIGHT FIXTURE

EXAMPLE LIGHT FIXTURE DISTRIBUTION

A 4 DSX0 LED P1 30K T2S
MVOLT WITH HOUSE
SIDE SHIELD

DSX0 LED P1 30K
T2S MVOLT HS

DSX0_LED_P1_30K
_T2S_MVOLT_HS.ies

SYMBOLLABELQTY. FILECATALOG DESCRIPTION MOUNTING

LITHONIA
LIGHTING

MANUF.

16'-0" POLE
ON 2'-0" TALL
CONC. BASE

Parking Garage Entry 1.8 fc 6.1 fc 0.1 fc 61.0:1 18.0:1
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B 3 DSX0 LED P1 30K T2S
MVOLT WITH HOUSE
SIDE SHIELD

DSX0 LED P1 30K
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DSX0_LED_P1_30K
_T2S_MVOLT_HS.ies
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ON FLUSH
CONC. BASE

E 1 WALL MOUNTED
LED WITH UPDATED
OPTICS

OLW 23 OLW_23.iesLITHONIA
LIGHTING

8'-0" ABOVE
GRADE ON
BUILDING
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GENERAL NOTES

A) Areas labeled "Brown Colored Wood Mulch" to receive a mixture of recycled wood
mulch, colored brown, spread to a 3" depth over pre-emergent herbicide.

B) Individual trees (and shrub groupings) found along perimeter of property as well as those

found within lawn areas to receive wood mulch rings (and wood mulch beds) consisting of a
mixture of recycled wood mulch, colored brown, spread to a minimum 3" depth (3' wide
beds for shrub groupings).

C) "Vinyl Edging" to be Valley View Black Diamond Vinyl Edging or equivalent.

D) Areas labeled "washed stone" to receive 1-1/2" washed stone spread to a 3" depth over
fabric weed barrier.

E) "Seed" areas shall be finish-graded and seeded at a rate of 4 lbs. per 1,000 sq. ft.

F) Seed shall consist of the following mixture:
10% Palmer IV Perennial Ryegrass

20% Dragon Kentucky Bluegrass
20% Diva Kentucky Bluegrass

20% Foxy II Creeping Red Fescue
          15% Vail II Perennial Ryegrass
          15% Ginney Kentucky Bluegrass

G) Areas labeled "Seed/Mat" shall be seeded with the above-noted premium lawn seed
mixture and overlaid with DS75 straw erosion control netting that is then pegged into the
soil with metal staples.

H) Areas labeled "Sod" shall receive only No. 1 grade nursery-grown bluegrass sod.

I) Plant beds adjacent to building foundation to be mulched with 1-1/2" diameter washed
stone mulch spread to a 3" depth over fabric weed barrier.

Plant Material List

Broadleaf Deciduous

Quantity Code Name Common Name Scientific Name Planting Size

6 GMM Green Mountain Sugar Maple Acer Saccharum 'green Mountain' 2" B&B

8 MAM Marmo Maple Acer X Freemanii 'marmo' 2" B&B

9 ABS Autumn Brill Serviceberry Amelanchier X Grand 'autumn Brill' 6' B&B

7 TCHT Thnls Cockspur Hawthorn (tf) Crataegus Crus-Galli Var Iner (tf) 2" B&B

3 CCP Chanticleer Callery Pear Pyrus Calleryana 'chanticleer' 2 1/2" B&B

6 SWO Swamp White Oak Quercus Bicolor 2" B&B

4 NHE New Horizon Elm Ulmus 'new Horizon' 2" B&B

Conifer Evergreen

Quantity Code Name Common Name Scientific Name Planting Size

27 MBJ Mountbatten Juniper Juniperus Chinen 'mountbatten' 5' B&B

6 BHS Black Hills Spruce Picea Glauca Var Densata 5' B&B

1 MMP Mops Mugo Pine Pinus Mugo 'mops' #3 CONT.

3 EWP Eastern White Pine Pinus Strobus 6' B&B

21 EA Emerald Arborvitae Thuja Occidentalis 'smaragd' 6' B&B

Perennial

Quantity Code Name Common Name Scientific Name Planting Size

70 KFG Karl Foerster's Feather Reed Grass Calamagrostis Acutiflora 'karl Foerster' #1 CONT.

11 GBD Going Bananas Daylily Hemerocallis 'going Bananas' #1 CONT.

35 PRD Prairie Dropseed Sporobolus Heterolepis #1 CONT.

Shrub

Quantity Code Name Common Name Scientific Name Planting Size

49 GBC Glossy Black Chokeberry Aronia Melanocarpa Var Elata #5 CONT.

36 DBH Dwf Bush-Honeysuckle Diervilla Lonicera #5 CONT.

5 SWN Summer Wine Ninebark Physocarpus Opulifolius 'seward' #5 CONT.

4 BMAV Blue Muffin Arwd Viburnum Viburnum Dentatum 'christom' #5 CONT.

GRASSES AND SEDGES 

FORBS 

Scientific NameCommon Name Planting

NEW ENGLAND ASTER
PURPLE CONEFLOWER ECHINACEA PURPUREA

SWEET BLACK-EYED SUSAN RUDBECKIA SUBTOMENTOSA
STIFF GOLDENROD SOLIDAGO RIGIDA

Plant Spacing

BERGAMOT MONARDA FISTULOSA

FALSE SUNFLOWER
WILD IRIS

HELIOPSIS HELIANTHODIES
IRIS VIRGINIANA SHREVEI

   INDIAN GRASS

   SWITCH GRASS
  VIRGINIA WILD RYE

   LITTLE BLUESTEM
SORBASTRUM NUTANS

PANICUM VIRGATUM
ELYMUS VIRGINICUS

SCHIZACHYRIUM SCOPARIUM

Size

 BIO-RETETION  DEVICE  PLANT LIST

ASTER NOVAE-ANGLIAE
ECHINACEA PURPUREA

RUDBECKIA SUBTOMENTOSA
SOLIDAGO RIGIDA

MONARDA FISTULOSA

HELIOPSIS HELIANTHODIES
IRIS VIRGINIANA SHREVEI

(Total Basin Area = 1,445 SF)

2.5" POT
2.5" POT
2.5" POT
2.5" POT

2.5" POT
2.5" POT
2.5" POT
2.5" POT

2.5" POT
2.5" POT
2.5" POT

12" O.C. Rect. Spacing
12" O.C. Rect. Spacing
12" O.C. Rect. Spacing
12" O.C. Rect. Spacing

12" O.C. Rect. Spacing
12" O.C. Rect. Spacing
12" O.C. Rect. Spacing
12" O.C. Rect. Spacing

12" O.C. Rect. Spacing
12" O.C. Rect. Spacing
12" O.C. Rect. Spacing

(Planting schedule based on 12" on center spacing)

Quantity

192
192
192
192

64
64
64
64

64
64
32

CARDINAL FLOWER  LOBELIA CARDINALIS 2.5" POT64 12" O.C. Rect. Spacing

Moist Meadow Mix. Prairie Nursery Item #50061

Wildflowers
Nodding Pink Onion Ohio Goldenrod
New England Aster Riddell's Goldenrod
Marsh Aster Blue Vervain
Red Milkweed Ironweed
Pale Indian Plantain Culver's Root
Joe Pye Weed Golden Alexanders
Boneset
Dogtooth Daisy Grasses, Sedges

Ox Eye Sunflower and Rushes
Wild Iris Big Bluestem
Blue Flag Iris Bluejoint Grass
Prairie Blazingstar Bebb's Sedge
Dense Blazingstar Bottlebrush Sedge
Great Blue Lobelia Porcupine Sedge
Monkeyflower Awl Fruited Oval Sedge
Bergamot Lance Fruited Oval Sedge
Smooth Penstemon Fox Sedge
Black Eyed Susan Canada Wild Rye
Green Headed Coneflower Virginia Wild Rye
Sweet Black Eyed Susan Common Rush
Brown Eyed Susan Dark Green Bulrush
Prairie Dock

Contains at least 15 wildflowers and 6 grasses, sedges and rushes.

NOTE : Split Rail Fence to be Run
Parallel to Boulder Wall

MIDDLETON, WI  53562-0330

LANDSCAPE ARCHITECTS
LANDSCAPE CONTRACTORS

2830 PARMENTER STREET

FAX  (608) 831-6266
TEL  (608) 836-7041

P.O. BOX  620330
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